





Chapter 3. Appendix

Liebert® MultiLink™ Viewer Configuration

13. i® recommends to configure the following events:

a. Battery Capacity 10% or Less

b. Output Overload (may use the same setting as the Battery Capacity 10% or less event|

¢. UPS Over-temperature Condition

I Event

INcltifylEmail Page ShutdnwnICDmmandILog Silence .ﬂ.larml

|

Loy Bisttery
Eattery Capacity 10% or lezs

v v

v

|Eiaﬂery Tirme Retnaining 3 Minutes .

lluPs Cutput Returned From Eisttery

IUPS Comtnunication Established

luP= cammunication Loss

Output Crverload

Cutput Ovverlosd Remored

v v

JURS Overtemperature Condition

v

AN NSRRI N

'I IPS Tamnarst ive Haz Retirnad T

J

L]

14. To configure Command action for the desired events, click on the Command column of the first chosen event.
Green checkmark will be displayed and configuration options will be displayed in the window pane directly below.

Repeat the steps below for Command actions of all desired events.

Eiatt y 10% or
Battery Time Remaining 3 Mirtes .
UPS Outpt Retumed From Battery

Evert | natity | Email| Page | Shutdown| Command| Log| Sience Alarm
' v

UPS Commurscation Established

UPS Cammurication Loss

Cutpnd Owverload

Outpat Owerload Removed
UPS Over-temperature Condfion |

NANSNNENENEN

JedJ <

| B Tarmnarah rs Has Refivned T

15

V¥ Enable Command &ction

Reset to Defaults

Initial Delay: l 03: riint l 032 sBC

~ Properiss

Comimand: |C:‘\i3Pro ServerifhutdoimERXNPro. exe

Argumerts: |

Kl

Capacity Threshokd: [0 = | %
Cancelling Event:  UPS Output Returned From Battery

a. Check off Enable Command Action checkbox
b. Set the Initial Delay: time to 0 min, 0 sec

¢. Inthe Command: field, click Browse...

d. Go to C:li3Pro Server folder, select ShutdownSRXPro.exe file and click Open

209



http://www.renderx.com/
http://www.renderx.com/reference.html
http://www.renderx.com/tools/
http://www.renderx.com/

Chapter 3. Appendix Liebert® MultiLink™ Viewer Configuration

15. To configure Shutdown action for the desired events, click on the Shutdown column of the first chosen event.
Green checkmark will be displayed and configuration options will be displayed in the window pane directly below.

Depending on the event, i* recommends the following settings:

Evert | aatity| Email| Pags | Shutdewn | cammand | Lon| Sience atarm
Loy Battery v v
Bt o]
Battery Time Remaining 3 Minutes .,
UPS Output Returmed From Battery | v v
UPS Communication Established v v;
UP= Communication Loss u_/ ) v’
Output Overload v ranrs
Output Overload Removed v v
UPE Over-temperature Candition v v v
| DS Tamesrat ird Has Ratisnsd T o o j
=l
¥ Enable Shutdown Action Reset to Defaults |
[~ Operating System Shutdown
[+ Enable Delw.l 232 rmluﬂ sec
~ UPS Output OFf
[ Enable Daluy:l 032 nhltla: zec
[¥ Aute reboct UPS cutput

(Requires the 'Enable Sutorestart' Device Property to be enablad)

Le |

Capacity Threshold: 10 « | %

Canceling Event  UPS Output Returned From Battery

For Battery Capacity 10% or less and for Output Overload events,
a. Check off Enable Shutdown Action checkbox
b. In Operating System Shutdown area,
i.  Check off Enable checkbox
ii. Set Delay: time to 2 min, 0 sec
¢. In UPS Output Off area,
i.  Check off Enable checkbox
ii. Set the Delay: time to 0 min, 0 sec

d. Check off Auto reboot UPS output checkbox
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Evert | Metify| Email| Page | Shutdown| command] Log| sitence Atarm|

Battery Tine Remaining 3 Mirtes .. -
Output Overload Removed

UPS Output Returmned From Battery
UPE Over-temperature Condition

v
UPS Communication Established v
UPE Communication Lozs /
v
v
UPE Temperature Has Returned T, | v | | i v |+

Output Overload
[v Enable Shiddown Action Reset to Defaults |

v
v
v
v
v
4

— Operating System Shigdown
[V Enable Dahy;l ewaf Nﬁlﬂa: sec
~ UPE Output Off

[¥ Enable Dela'y:l 425 iy l 03: sec

[¥ Auto reboot UPS output
[Reqguires the "Enable Autorestart' Device Propeity to be enabled)

Canceling Event: UPS Temperature Has Retumed To A Normal Range

For UPS Over-temperature Condition event,
a. Check off Enable Shutdown Action checkbox
b. In Operating System Shutdown area,
i.  Check off Enable checkbox
ii. Set Delay: time to 40 min, 0 sec
¢. In UPS Output Off area,
i.  Check off Enable checkbox
ii. Set the Delay: time to 42 min, 0 sec
d. Check off Auto reboot UPS output checkbox

16. To configure Email action for the desired events, click on the Email column of the first chosen event. Green checkmark
will be displayed and configuration options will be displayed in the window pane directly below.

Repeat the steps below for Email actions of all desired events.
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Evert | motity| Ernail| Pacse| Sutdown| command| Loa| Stence atarm|
LIPS Opersting On Battery v | v |

Lowy Battery | | v

Battery Time Remaining 3 Minutes .| l

UPS Output Retume From Battery | v | |

UPS Communicetion Established v
v
v

LIPS Communication Loss
Outpad Owerload ;I

F.
[V Enable Emal Action Reset to Defaulls I—
miunsay:l uaf min I 032 sec
Repest Count: l 0 3: Repeat Intervak I 0 3: tin I 0 3: sec
Email Subject: |Eiattery Capacity

A
v
€ | & [«

~ Message
v Inchude Sdvice fen
Event Type: Occurred on Date and Time at device "Event Source®. Presiew ..
Event Description B
Ediit....
Detault

Capacity Threshold: M0 = | %%

Cancelling Event: UPS Ongput Returned From Sattery

a. Check off Enable Email Action checkbox

b. Set Initial Delay: time to 0 min, 0 sec

c. Set Repeat Count: to 0

d. Set Repeat Interval: to 0 min, 0 sec

e. Configure Email parameters, such as mail server, recipient, etc.

17. To save all configured settings, go MultiLink - > Save Event Configurations menu

ElMultiLink Yiewer
MulkiLink.  Configure  Help

Save Event Configuration Event Log I

Service. ..

ark

Save the Configuration
IRWQF=1000RT2
] Metwark Evert Actiohs

18. Close Multilink Viewer window and restart the DVR.

19. To restart, go Start -> Run..., type shutdown -r -t 0 and click OK. The DVR will restart.
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(N 2

- Type the name of a program, Folder, document, or
g Internet resource, and Windows will open it For you.
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Index

Symbols

NET 3.0 framework, 11
2-way audio, 51

A

activate connected site, 183

add new remote connection, 181
advanced data manager (ADM), 147
advanced view , 35

allocate hard drive(s), 90
allocating new drive, 91

audio playback, 145

auto logout, 66

auto pan, 50

auto-pan, 56

AVI video format, 161

background refresh delay, 101
backup on SRX-Pro Server, 161
backup session, 164

backup types, 161

backup window, 164
bandwidth, 102

bookmark, 150
brightness/hue/contrast, 80

c

camera color settings, 81

capture card driver upgrade, 192
change language, 80

changing server time, 87

channels setup, 54

client software, 174

clock display, 86

color/monochrome, 80

communication setup, 102

completing backup session, 164
connect to remote site, 182

controls setup, 56

create new remote connection, 181
creating new video backup, 166
custom recording schedules, create, 76
custom recording schedules, delete, 77

daylight saving time, 144
default users, 65

delete remote connection, 182
detection sensitivity, 101
detection size, 101

digital zoom, 148

DirectX, 180

disable PTZ functions, 67
disconnect from connected site, 183
disk full, 90

drag-and-drop, 40

driver upgrade, 192
drivethrough, 116

E

e-mail setup, 135

g-map setup, 92

e-map, configure, 93
g-map, delete, 94

g-map, edit, 94

edit remote connection, 182
email setup, configure, 137
emergency frame rate, 130
encrypted video format, 161
encrypted video player, 197
export server settings, 88

F

favorite remote channels, 184
first startup, 24

frame rate setup, 130

full screen on motion, 62

hard drive allocation, 90

hardware requirements, 10

hardware setup, channel settings, b4
hardware setup, controls settings, 56
hardware setup, sensors settings, 58
hardware setup, spot monitor setup, 59
HASP drivers, 14

hide video channels, 67

holiday recording schedules, create, 76
holiday recording schedules, delete, 77

i3dvr user, 65

image brightness, 160

image contrast, 160

image deskew, 160

image gamma correction, 160
image noise reduction, 160
image rotation, 160

image settings, 160
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Index

image sharpness, 160

image zoom in/out, 152

import server settings, 88

index search, 152

index search by motion, 155
index search by sensor, 153
indicators on Mux display, 39
initial setup, 5

installation instructions, 10
installing SRX-Pro remote, 176
intelli-guard, 98

intelli-guard, configure areals), 99
intelli-guard, detection areals), 99
intelli-zone, 105

intelli-zone, detection areas, 107
internet playback, 200

internet search, 204

IP camera setup, 120

IP camera user accounts, 126

IP input, add, 122

IP input, delete, 130

IP input, find, 125

L

liebert, 206

live backup, 162

live mode button, 31

log records, 95

log records, advanced filter, 97
log records, export, 96

log records, filter, 97

login, 29

LOGOUT user, 65

LPR mode, 35

manual backup, 166
motion sensitivity, 62
motion setup, 60
motion target zones, 61
Mux display, 35

new drive allocation, 91
new video backup, 166
NTP time server, 87
NTP time sync, 87

0

object search, 158
organizing remote site, 184
overwrite old data, 90

P

panic backup setup, 85
panic button, 31

panorama, 151

playback control panel, 144
playback in search mode, 140
playback on (ADM), 147
playback on live, 139
playback on search, 146
playback via internet, 200
precautions, 4

PTZ AUX control mode, 49
PTZ baud rate, 84

PTZ COM port, 84

PTZ control wheel, 44

PTZ mode, 43

PTZ patterns, 48

PTZ preset tours, 47

PTZ presets, 45

PTZ presets, deleting, 46
PTZ presets, programming, 45
PTZ presets, renaming, 46
PTZ presets, saving, 46

Q

quick CD backup on live, 162
quick CD backup on search, 163

Real-time display, 35
real-time/Mux display, 37
recording indicator, 31
recording schedules, 72
recording/display setup, 130
remote info setup, 186
resolution setup, 130
restart time, 83

RGB, 180

rotate channels button, 32
rotate screen, 63

S

schedule setup, 72

scheduled backup, 171

screen divisions, 32

search and playback, 139

search mode, 140

search mode button, 31

search mode menu, 36

search on live, 139

search via internet, 204

search video on SRX-Pro Remote, 189
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search video remotely, 189
search video remotely, offline, 189
search video remotely, online, 189
searching remote site, 183
send email on sensor, 136
send email on server status, 136
send email on video loss, 136
sensor backup setup, 85
sensors setup, b8

server ID, 78

server info setup, 77

server IP address, 78

server language, 80

server ports, 103

server restart time, 83

server settings, export, 88
server settings, import, 88
server system clock, 87
server time, 87

setup mode button, 31
simple view, 35

SMTP server, 137

snapshot backup, 169
software restart, 83

sorting remote sites, 184
spot monitor setup, 59
SRX-Pro player, 197

SRX-Pro Remote, 174

stop recording on disk full, 90
storage indicator, 31

storage setup, 90

swap video channels, 41
system setup, 82

system shutdown, 32

T

temporal quality ratio, 168
text overlay port, 103

text overlay setup, 104
time NTP sync, 87

tree view, 35

two-way audio, 51

types of backup, 161

types of video recording, 72

U

unpacking, 2

update server manually, 18
update server via internet, 23
upgrade instructions, 10

user accounts, create, 66
user accounts, delete, 71
user accounts, edit, 71

user management setup, 64
user password, edit, 71
user privileges, backup, 68
user privileges, create, 71
user privileges, live view, 67
user privileges, PTZ, 67
user privileges, search, 68
user privileges, setup, 69

v

video channels setup, 54

video loss alarm, 84

video player, 197

video recording bars, 144

video recording schedules, 72
video setup, 80

videologix, 108

videologix, crossed line, 113
videologix, detection settings, 110
videologix, direction alarm, 115
videologix, enters area, 111
videologix, idle alarm, 113
videologix, missing alarm, 114
videologix, passthrough counter, 115
videologix, stop alarm, 114
view menu, 33

viewing remote video, 188

viewing video on SRX-Pro remote, 188

virtual ruler setup, 133
visioncount, 116
VMS storage structure, 90

W

watermark tool, 198
watermark, check, 198
watermarking, 83
websearch, 200

/4

zoom image, 149

zoom video on instant search, 148
zoom video on live, 148

zoom video on search, 149
zoom/focus/iris control, 44
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